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1. Manual Information

To comply with the EU RED (Radio Equipment Directive), the product webpage for
units sold in Europe has been updated.

HTTPS is applied by default, and TLS encryption is used for web communication.

This manual covers the Web UI modifications made for RED compliance.

For further details, please refer to the Wi-Fi connection manual or Network
connection manual for each model.

We at BIXOLON maintain ongoing efforts to enhance and upgrade the functions and
quality of all our products. In following, product specifications and/or user manual
content may be changed without prior notice.

2. Precautions

2-1 The printer has to be within 100m(Out door) from AP(Access point) to connect
WLAN. Although 35m is able to communicate in door, WLAN could be affected by
environment to be shorten.

2-2 The maximum separating distance may be shortened if transmission obstacles,
such as cement walls, are present

2-3 If a device (such as a microwave oven, wireless LAN, etc.) that uses the same
frequency is present, transmission may be interrupted. Separate the printer and

Bluetooth-enabled device from such interrupting devices by a distance of at least
5m.

3. How to Connect

WLAN can be configured through the printer’s WLAN interface. Likewise, WLAN can
also be configured though the printer’s Serial/USB interfaces.

(1) Connecting Printer
1) Serial / USB cable

Connect Serial/USB cable to Printer, PC device.
When Serial cable use, baudrate between Device and printer should be the same.
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2) WLAN
Connect to the AP (Access Point) configured in Infrastructure mode in order to
connect to the LAN/wireless network

In order to configure the network between the wireless host device and the printer,
set the printer to Soft AP Mode.
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3-1 Android Soft AP mode (default)

1) Select “Wi-Fi". 2) Select the printer to connect.
EDIT
On (]
@ @ % PRINTER_B03223
Data usage Sounds and Display
vibration
Themes Lock screen and User manual
security
© wiFi

Bluetooth

Airplane mode
Mobile hotspot and tethering
Data usage

NFC and payment

©0e000

3) Select “CONNECT". 4) Wi-Fi communication is available.

< Wi-Fi Wi-Fi Direct  MORE

On . .

= PRINTER_B03223
Connected

PRINTER_B03223

Security
None

[} show advanced options

CANCEL CONNECT |

Connected to Wi-Fi network
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3-2 i0S Soft AP mode (default)

1) Select “Wi-Fi". 2) Wi-Fi ON and Select the printer to connect
Settings £ Settings Wi-Fi
Airplane Mode O Wi-Fi | (>
= Wi-Fi Off
CHOOSE A NETWORK...
Bluetooth On
PRINTER_B0322A = @
Cellular Airplane Mode
Other...
Notification Center
& Ask to Join Networks (>
Control Center
Known networks will be joined automatically.
Do Not Disturb If no known networks are available, you will

have to manually select a network.

3) Wi-Fi communication is available

£ Settings Wi-Fi

v PRINTER_BO322A

Wi-Fi O
0

CHOOSE A NETWORK...

Other...

Ask to Join Networks O

Known networks will be joined automatically.
If no known networks are available, you will
have to manually select a network.
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3-3 How to change infrastructure mode

1) When you enter https://[Printer's IP Address] in the browser's address bar,
a warning message will appear.
Click "Advanced" and then "Proceed to unsafe" (or "Continue anyway", depending
on the browser).

A

Your connection is not private

This server could not prove that it is 192.168.1.1; its

security certificate is not trusted by your device's

Attackers might be trying to steal your information from operating systemn. This may be caused by a
192.168.1.1 (for example, passwords, messages, or misconfiguration or an attacker intercepting your
credit cards). Learn more about this warning connection,

NET:ERR_CERT_AUTHORITY_INVALID Ip:gggggm 192.168.1,1 [ nngfg')l

Q  Turn on enhanced protection to get Chrome's

highest level of security

Back to safety

2) When the login screen appears, enter the User Name and Password set for the
printer, then click the [LOG IN] button.
(The default settings are: User Name: admin, Password: password)
If the default credentials are used, you will be redirected to the password change

page.

O © https/192168.1 + @ iy @ hupsu9216810oginh + @ §
Reet Detauh Password
Password must be at beank B charactery bong and inclode uppercase, linoregase, number, and apecial characer
Username admin . i
b Arcount Confirm (e
Password | |- Fassurd
Login =
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3) After logging in, Select “Wireless" to change Wi-Fi mode.

ssem  System

Please use the left navigation to property cenfigure and maintain your configuration

Wireless
Metwork .

Firmware 63.75s
Securi

ty MAC Address 00:15:94:e1:5c.ab

Etc

Operation Mode Station

4) Select “infrastructure”, and set SSID, WLAN Security Type.

System Wll‘eleSS
Please use the left navigation to property configure and maintain your configuration
Wireless
Network )
Connection Type Infrastructure v
Traffic
ssiD TEST_AP
Security )
WLAN Security Type Open v Enterprise
Etc

If you try connect, this connection will be disconnected.

Save

5) The settings will be applied after restarting the printer.
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